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UNIQUE
FEATURES

FAST FINGERPRINT SENSOR
Up to 100 fingerprints can be registered in this
lock and unlocking speed is 0.5 seconds only.

RFID CARD
Up to 100 RFID card can be registered in this lock the RFID card
is specially designed for this lock only for your security.

PIN OPTION WITH VERY FINE TOUCH KEY PAD
You can register up to 100 pins in this lock
and the Touch Key Pad is very fine to Use.

DOOR BELL
There is an inbuilt doorbell in this lock.

LOW BATTERY INDICATION
The lock will give you an indication on the
screen that the battery is low.

RECORD HISTORY
You can Check Past Unlocking Records.

EMERGENCY POWER
In case the battery is completely discharged, an external
5VMicro USB type cable can be used to give
power to the lock

AUTO LOCKING SYSTEM
The lock will eliminate the manual locking as it will get
locked automatically when the door gets closed.
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PRODUCT
PARAMETER

Unlock Methods : Fingerprint / RFID card
Passcode / Mechanical key / OOB APP

False Reject Rate : <0.15%

False Accept Rate : <0.00004%

Static Current : <60uA

Work Current : <300MA

Passcode Length : 6-12 Bits

Fingerprint Volume : 100pcs

Passcode Volume : 100pcs

RFID Card Volume : 100pcs

Operating Temperature : -20 C/+60 C

Door Thickness : 38-120mm

Operating Humadity : 20%-93% RH

Material : Aluminum Alloy

Power Supply : 4200 mA,8.4 V Lithium Battery

Size : 440*75MM
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INSTRUCTION MANUAL
I. Product layout:

Notes:

Open way: fingerprint, password, RF card, key, OOB App are the ways
to open the door,
Bring you different experience to open the door;

Fingerprint:  Using   advanced  semiconductor   sensor,   360-degree
recognition Angle, wide range of fingerprint collection,
High resolution, effectively prevent false fingerprint;

Password: Adopt stylish and advanced touch-screen key technology,
which can add 12 digits before and after the correct password
Password,    effectively   prevent   many  peers   when  the   password
embarrassment;

User   management:   administrator   enjoys   the   highest   authority
(ordinary users can only open and close the door operation), can
edit  setting  the  lock,  the  number  of  administrators  is  9  (can  be
fingerprint, password, card), the total capacity is 300pcs;

Dual verification mode: fingerprint, password and  card can be set in
pairs to verify unlocking, only after setting
There are two users at the same time verification can open the door,
suitable for special occasions;

Alarm function: The machine has anti-warping  alarm,  low  pressure
alarm, trial and error alarm;

Standby power supply:  when  the  battery  runs  out,  use  5V  mobile
power supply to emergency power supply for the door lock;

Initialization operation: use the card needle, press the hole in the
middle of the rear panel lock/lock button, hold for 5 seconds, the
voice prompt "initialization successful", the factory engineering
password is "123456", then you can open the  door, after  entering the
administrator information, the engineering password

When   fingerprint   collection,  finger   strength  is  moderate,  do  not
vigorously pressure, to prevent the fingerprint collection head
scratch;

1.

Battery use time should not be too long, it is generally recommended
to charge at least 3 months, otherwise battery leakage will damage
the smart lock;

2.

The lock use 8.4V high performance lithium battery, when the first
prompt "low power, please replace the battery", according to
different battery capacity, can also open the  door  about  100 times,
at this time should be charged in time

3.

Fingerprint/card/password input error 5 times in total after the
alarm,  the  device  sounds  alarm,  the  door  lock  can  not  be  used
within 90 seconds;

4.
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USER MANAGEMENT
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ACCESS DOORLOCK
FUNCTION

"123456" will be Automatically deleted

ACCESS DOORLOCK FUNCTION

Press * For Return & Press # to Enter and Confirm

Press *# to wake up screen in initialization state

Add administrator (can be fingerprint, Password,card)

After adding Successfully Then can enter into the door lock function

After adding an administrator, You need to verify the administrator

information every time when you need to enter function management
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MAINTENANCE MENU

FUNCTION MANAGEMENT
CONNECT WIFI

For Installation and adjustment Personnel to use, Please be careful

After adding an administrator, You need to verify the administrator information
every time when you need to enter function management
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